
用户可自己动手进行校正，

省时又省钱

所创建的格式

可直接使用为QD80x系列以及882

可定义图像和视频格式的顺序，

定制测试顺序

可测试视频投影机和多媒体监控的

可直接手持

可自动判断显示器所支持的格式

701A视频信号发生器
  

如果你正在测试一个数字或模拟电脑显示器、投影电视机、多媒体监控、

广播显示或者TV,701A视频信号发生器就可以实时且准确的为你提供信号、

测试图案及音频。

基于手持式及可充电式的特征，701A可随身携带，现场技术人员以及需要

四处奔波的工厂人员应该会非常喜欢。

主要性能和特征

输出模拟和数字视频信号

输出VESA, NTSC, PAL, HDTV,DVI

and SDI/HDSDI (701A)等信号

可自定义

用户可根据需要自行创建视频格式

体积小巧

电池

可使用充电电池或交流电源

服务中心模式

多数服务中心所使用的模式都已内置

循环

使用循环模式来测试线性

自动判断支持格式

内置音频

音频通道

以便进行重复测试

便于固件更新

可进行固件更新以便使用

直观的用户界面

便于直接对菜单进行操作

可使用现有格式

用户自行校准
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A P P L I C A T I O N  T E S T S S P E C I F I C A T I O N S 700A/701A
Video Outputs
DVI
Connector 
Links
Encoding
TMDS differential swing

Analog Component
Connector 
Color encoding

Pixel rate

Analog Composite
Connectors
Interface
Encoding
Sample rate
Pixel rate
Pixel aspect ratio
Swing

Calibration

SDI / HD-SDI (Optional)
Connector
Links
Bit stream
Encoding
Bits/component
Sampling mode
Signal swing
Standards

Audio Output
Signals
Frequency
Connector

DVI-I dual link
Single link 25MHz-85MHz
RGB (4:4:4 with 8-bits/component)
150–1560 mVp-p (programmable)

DVI-I
RGB, YPbPr

13.5–148.5 MHz

BNC, Mini DIN-4
CVBS (BNC) and S-Video
NTSC and PAL
24.55–29.50 MHz
12.27–14.75 MHz
Standard or square
1000 mVp-p fixed w/programmable 
calibration
Self-calibration with internal reference

BNC 75 ohm
Single
1.485 Gb/s and 1.485/1.001 Gb/s
4:2:2
10-bits/component
YCbCr
800mV
SDI - SMPTE 259M; 
HD-SDI - SMPTE 292M-C

Two channels
1 KHz (left), 2 KHz (right) tone
Mini phone jack, stereo

User Interface
Display

Controls

Computer Port
Type
Purpose

Color Sensor Support
Description

DDC (Display Data Channel)
Description

Version

Power
DC

Battery life

AC
Charge time
Frequency
Voltage

Weight
Unpacked
Shipping

Size
Unpacked

20 x 4 character LCD 
with backlight
Intuitive drill-down menus

RS-232C, 9 pin D-Sub receptacle
Copy formats and firmware
updates from PC

Display data from a QD CS-1 
color sensor for white 
balance adjustment.

Read a monitor's EDID data and
display the manufacturer's sup-
ported formats
DDC-2B (read only)

6 AA NiMh batteries included
8 hours between charges 
with NiMh
Charger/generator power supply
8 hours
50 to 60 Hz
100- 250 VAC (auto-select)

21 oz
3.5 lb

6 x 8.25 x 2 in.
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Formate
Storage
Built-in

Edit method

Compatibility

Images
Standard

Gray levels
Colors displayed

Test Sequence
Storage
Edit method
Parameters

Horizontal Timing
Frequency
Total pixels
Active range

Vertical Timing
Frequency
Active lines
Sync types
Scan types

126 total

VESA, DVI, NTSC/PAL, HDTV/SDTV-

RGB, HDTV/SDTV-YPbPr

MS Windows-based Video 

Generator Manager (VGM)

QD 801, 802, 60x formats

Flat_Wht, Flat_Red, Flat_Grn,

Flat_Blu, Grid, Rev_Grid, Overscan

(with circles), Raster (no video),

Cutoff, Window, Focus, ColorBar,

GrayBar, Regulate, Checker,

Dot_12, SMPTEBar, Ramp,

PluseBar, Burst

16

16

100 steps

VGM

Format, image, duration (0.1 sec. to 

24 hours)

1.5 KHz - 200 KHz

32 to 4095

16 to 4094 pixels

1 Hz - 1 KHz

1 - 4095

Separate, digital/analog composite

Progressive, interlace, HDTV
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